Introduction
Previously [1, 2] we looked at the possibility of reducing the horizontal beta function in a straight section in order to optimize the beam properties for certain uses. This is difficult to do as an insertion because of the many constraints on the APS lattice. In particular, the emittance inevitably increases, and it can only be done for one or two sectors. We noted in [1] that an ESRF-style lattice with alternating high-and low-β x sectors might provide reasonably good emittance for the APS, while providing two types of beta function. In this note, we present such a lattice that not only provides alternating β x , but also improved emittance.
Linear Optics
For the linear optics, we quickly realized that the horizontal tune would have to change. Making low-β x in half the straight sections is not consistent with the present lattice's ν x = 36.2. Rather than risk a difficult working point closer to ν x = 40, we chose to jump to a tune of ν x ≈ 43.8, which is the same distance from ν x = 40 as the present tune. Similarly, we chose ν y ≈ 20.77, which is the same distance from ν y = 20 as the present tune of 19.3.
In addition to these tunes, we had the following constraints:
• Maximum beta functions of 35 m.
• Minimum effective emittance at the high-and low-β x straight sections.
• Vertical beta function of 3.0 ± 0.5m at the center of the straight sections.
• Horizontal beta function at the center of the high-β x straight sections of 32.5 ± 2.5m.
• Horizontal beta function at the center of the low-β x straight sections of < 5m.
The matching, which used elegant, proceeded fairly rapidly, though not all constraints were initially applied at these levels. Figure 1 shows the final lattice functions. Figure 2 shows the effective emittance. At the high-β x straights, we have 2.5 nm, which is 20% lower than the present lattice value of 3.1 nm. At the low-β x straights, we have 3.2nm, which is only 3% larger than the present value. Table 1 lists various lattice parameters. Perhaps the most interesting value listed is the natural chromaticity, which is quite large in the horizontal plane. This natural chromaticity is 40% larger than in the standard APS low-emittance lattice. Chromatic correction will obviously be a challenge. Table 2 lists quadrupole strengths. These are within the limits of 0.903m −2 , although B:Q1 is right at the limit.
Chromatic Correction
Chromatic correction was performed using the parallelOptimizer script [3] running elegant. We started the optimizer with all sextupoles at zero. The penalty function included the tune spreads in the x and y plane due to chromaticity and amplitude. In addition, a chromaticity of 4 was sought in 1 ANL/APS/LS-317
The submitted manuscript has been created by UChicago Argonne, LLC, Operator of Argonne National Laboratory ("Argonne"). Argonne, a U.S. Department of Energy Office of Science laboratory, is operated under Contract No. DE-AC02-06CH11357. The U.S. Government retains for itself, and others acting on its behalf, a paid-up nonexclusive, irrevocable worldwide license in said article to reproduce, prepare derivative works, distribute copies to the public, and perform publicly and display publicly, by or on behalf of the Government. both planes. Tune spread calculations due to chromaticity assumed a ±2% momentum spread. Tune spread calculations due to amplitude used an amplitude of 3 mm in the vertical and, eventually, 7.5 mm in the horizontal. The most difficult constraint was the horizontal tune spread with amplitude. Table 3 lists the sextupole strengths, which are quite high. We would need to upgrade most of the sextupoles by attaching "noses" to increase the field [5] . This would give a 20% increase in sextupole strength, allowing K 2 ≤ 25.91/mm 3 , which is sufficient for our purposes here. The chromaticities achieved are ξ x = 4.48 and ξ y = 4.64. Figure 3 shows the tune variation with momentum deviation between −2% and +2%. The tune footprint is fairly small. In particular, no integer or half-integer resonances are approached.
Dynamic Aperture
We next looked at the dynamic aperture, using elegantRingAnalysis. First, we looked at the offmomentum dynamic aperture for the ideal machine. These are shown in Figure 4 . These results look quite good. Note that no small-aperture ID chambers are included. Only standard 8-mm chambers are used.
Following this, we looked at the on-momentum dynamic aperture with errors. Since we assume that the orbit and optics will be eventually corrected, the magnitude and type of errors were restricted to the following:
• Quadrupole and sextupole tilt errors of 0.5 mrad rms.
• Quadrupole and sextupole strength errors of 0.01% and 0.05%, respectively.
The quadrupole errors are small in order to provide small beta function variation such as we might get after lattice correction. Peak variation in the beta functions over the lattices was about 1 to 2.5%, which is comparable to what we get from lattice correction. Figure 5 shows the dynamic aperture results as a 2-dimensional histogram of the dynamic aperture for the 50 seeds. This looks like a workable dynamic aperture. Of course, if the effective errors are larger than assumed here, it will be worse.
Conclusion
We have presented an alternating high-and low-β x lattice for the APS providing low emittance to all users. The dynamic aperture of the lattice looks workable. The sextupoles are quite strong, requiring attachment of noses to most of the sextupoles.
Several issues were not explored here, but should be looked into:
• We may need special optics in the injection area, which will impact lattice performance.
• How does this lattice impact beam losses due to Touschek scattering, particularly at the high β x straight sections?
• Once we have the alternating β x lattice, customizing might be easier; i.e., not-so-high and not-so-low β x .
• Is a lattice with lower chromaticities possible using existing sextupole strength limits? If so, we might be able to test the lattice without upgrading the sextupoles, provided the desired bunch current is not too high.
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